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GENERAL NOTES:

RADIUSED EDGE
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LANDSCAPE PLAN - GENERAL NOTES

1. CONTACT DIGGER'S HOTLINE 3 WORKING DAYS PRIOR TO THE START OF
CONSTRUCTION.

2. CONTRACTOR SHALL VERIFY THE LOCATION OF ALL THE PRIVATE UTILITIES PRIOR
TO THE START OF WORK.

3. ALL LANDSCAPE AREAS SHALL HAVE A MINIMUM 6" COMPACTED DEPTH OF TOPSOIL
4. ALL TOPSOIL IN PLANTING BEDS ADJACENT TO THE BUILDING FOUNDATION SHALL

BE AMENDED WITH COMPOSTED PEAT AT A RATE OF 3 CUBIC FEET PER 100
SQUARE FEET.

5. ALL LANDSCAPE BEDS SHALL CONTAIN A 3" DEPTH OF SHREDDED BARK MULCH
CONTAINED BY LANDSCAPE EDGING.

6. LANDSCAPE EDGING SHALL BE 3
16" X 4" ALUMINUM EDGING MILL FINISH

7. ALL TREES IN LAWN AREAS SHALL HAVE A CIRCLE OF 3" DEPTH SHREDDED BARK
MULCH CONTAINED BY LANDSCAPE EDGING & SHALL BE SIZED AS FOLLOWS:

- DECIDUOUS TREES - 4' DIAMETER
- EVERGREEN TREES - 8' DIAMETER

8. LAWN AREAS SHALL BE PREPARED WITH FERTILIZER PER TOPSOIL ANALYSIS
RECOMMENDATIONS, SEEDED & MULCHED.

9. LAWN AREAS SHALL BE SEEDED WITH MADISON PARKS SEED MIX AS
MANUFACTURED BY LA CROSSE SEED, LLC. PER MANUFACTURER'S
SPECIFICATIONS.

10. ALL LANDSCAPING SHALL BE IN ACCORDANCE WITH THE CITY ZONING ORDINANCE.
11. ALL PLANTS SHALL BE WARRANTED FOR A PERIOD OF ONE FULL GROWING SEASON

UPON COMPLETION OF LANDSCAPE INSTALLATION.
12. SEE DETAILS FOR PLANTING INSTALLATION.

3" DEPTH SHREDDED
HARDWOOD BARK MULCH

LANDSCAPE LEGEND

SEED, FERTILIZE & MULCH

BUILDING FOUNDATION REQUIREMENT
BUILDING FOUNDATION = 790 LF
POINTS REQUIRED (40 POINTS PER 100 LF) = 316 POINTS
POINTS PROVIDED = 327 POINTS

DEVELOPED LOT REQUIRMENT
GROSS FLOOR AREA = 16,440 SF
POINTS REQUIRED (10 POINTS PER 1,000 SF) = 164 POINTS
POINTS PROVIDED = 260 POINTS

STREET FRONTAGE REQUIRMENT
PUBLIC R.O.W. FRONTAGE = 330 LF
POINTS REQUIRED (40 POINTS PER 100 LF) = 132 POINTS
POINTS PROVIDED = 150 POINTS

PAVED AREA REQUIRMENT
PAVED AREA = 30,850 SF
POINTS REQUIRED (80 POINTS PER 10,000 SF) = 247 POINTS
POINTS PROVIDED = 300 POINTS
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NEW 3
4" DIA. RUBBER HOSE

2 STRANDS @ 12 GAUGE
PLIABLE STEEL WIRE

GALV. TURNBUCKLE

4" SAUCER FILL W/ MULCH
& WATER IMMEDIATELY
AFTER PLANTING

FILL W/ PLANTER SOIL MIXTURE

REMOVE TOPE 13 BURLAP
2" x 2" x 24" STAKE DRIVEN
1' - 0" BELOW GRADE

REMOVE TOPE 13 BURLAP

2" x 2" x 24" STAKE DRIVEN
1' - 0" BELOW GRADE

PLANTER SOIL MIXTURE
TAMPED FIRMLY 6" MIN.

SCARIFY BEFORE
PLANTING

DO NOT CUT CENTRAL LEADER

THIN BRANCHES BY 25%, RETAIN
NATURAL SHAPE, PAINT ALL

CUTS W/ APPROVED TREE PAINT

TOP OF ROOTBALL TO MATCH
PREVIOUS GROWING CONDITIONS

MULCH

1. TREES OF SAME SPECIES TO BE MATCHED IN GROWTH AND UNIFORMITY.
2. PLANTING HOLE WIDTH SHALL BE THREE TIMES THE SIZE OF ROOTBALL.
3. MINIMUM HEIGHT FOR TREES UNDER 2" CALIPER SHALL BE 10' FROM TOP OF

ROOTBALL TO TOP OF TREE
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